1. Зупустить STB_Develop_Tool_v1.5.0.4.exe
2. Перейти на вкладку UartIsp где выбрать свой ComPort, ChipID: 15XX/DTMB/EvesA, DDRType: DDR2.
3. Кнопкой SelectRomFile выбрать желаемое ПО для восстановления.
4. Нажать Start.
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5. После получения запроса подключить приемник к сети.
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[bookmark: _GoBack]
6. Пойдет процесс восстановления.
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7. В завершении получим окно.
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start_handshake chip id = 0:x2

Step 0. start read chip stamp.
chip stamp s[0x2d0] ;retry_cnt

CHIP 1506V..Successl!

Progress-4 Status >> 100 %

—Total Tme: [0 : 10 :45]
[Em:0]exic uartisp Thread!

Wt For Reset System...

comPort [comr < |Refreshcom|

ChpD  [15xX/DTMB/Eve -] HBaudRate[115200 -] DumpStart| 0 KB _SaveMsg | ..
4 I Bum Nand 2 &

DDRType [DDR2 ~] TaudRate[115200 ~| I~ Dumpiiode DumpSee

Step 10. transmit file[E:\1506TV_8M_SCB!

Step 11. wat program time... Successll

[SPHE1506/15058/C/1508/1509/1506F/1516/ YANGTZEHD/Everest_A/1506VIConnect to piatform successfulll!

Successl!

Step 1. start config RAM parameter...Successi!
Step 2. ransmit RAM parameter to Share RAM...Successl!
Step 3. transmit boot.bin to Share RAM...

Step 4. Transmit ROM.BIN Size to Share RAM...Successll
Step 5. nit SP1 Fiash[v1.00 20150203 trui

Successlt
Step 6. ump to Shrae RAM...Successl!

Step 7. wat boot bin msg...Successlt

Step 8. re-connect with higher baudrate... UartisP Downl!

Step 9. wat boot bin msg again...Success! Please reset platformll

[RAM-Size: 6.45 MB.

SelectRonFis | ENS06TV_6M_SCB1_Sat_teoral V.03.22_20190423. 6

I ShowTime.

ke _Clanhisg
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‘Avaiink UartISP Tool
version 4.3.1D Generated at-Sep 62018 16:17:19

Supported IC: SPHE1502 & SPHE1503 & SPHE1506/15058/1505C/1508/1509/1506F/1516/YANGTZEHD/Everest_A/1506V
Default Setting:

~IC(SPHE1506/15058/1505C/1508/1509/1506F/1516/ YANGTZEHD/Everest_A/1506V)—

—Port(COM1)—-

~Handshake Baudrate(115200)

~Transmi Baudrate(115200)—

~DDR Type(DDR3)-

~Tool Path (V:\SOFTWARES\1SAT-INTEGRAL\ELInkSmart\1506 TV\STB_DEVELOP_TOOL)-

—RomFle (E:\1506TV_8M_SCB1_Sat_integral V9.03.22_20100423.bin

Select DDR Type : DDR2

Comport [comr_~JRefreshcom| SelectRomFie [EAIS06TV_BH_SCBI_Sat_integra9.03.22_20190423 b

T ShowTime —
chipld  [15xx/DTMB/Eve ~ | HBaudRate[115200 ~ DumpStart| 0 KB _SaveMsg

T~ Burn Nand

DDRType [ [~] TBaudRate[115200 v] I~ DumpMode DumpSze
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‘Avaiink UartISP Tool
version 4.3.1D Generated at-Sep 62018 16:17:19

Supported IC: SPHE1502 & SPHE1503 & SPHE1506/15058/1505C/1508/1509/1506F/1516/YANGTZEHD/Everest_A/1506V
Default Setting:

~IC(SPHE1506/15058/1505C/1508/1509/1506F/1516/ YANGTZEHD/Everest_A/1506V)—

—Port(COM1)—-

~Handshake Baudrate(115200)

~Transmi Baudrate(115200)—

~DDR Type(DDR3)-

~Tool Path (V:\SOFTWARES\1SAT-INTEGRAL\ELInkSmart\1506 TV\STB_DEVELOP_TOOL)-

—RomFle (E:\1506TV_8M_SCB1_Sat_integral V9.03.22_20100423.bin

Select DDR Type : DDR2
Select Rom fie : E:\1506TV_8M_SCB1_Sat_integral_V9.03.22_20190423.bin
Start Uartispl>>>>>

Enter thread UartISP_Thread
Open COM1 for Connection... Success!

Please Tum On the Power.
start_handshake chip id = 0:x2

ComPort [com1 - |Refieshcom | | SelectRomie | E:\1506TV_8M_SCB1_Sat_integral V9.03.22_20190423.bin
I™ showTime
ChpID  [15:0/DTHE/Eve -] HBaudRate[115200 | Dumpstart[0 KB _SaveMsg

I~ Bum Nand
DDRType [DDR2 ~] TaudRate[115200 ~| I~ Dumpiiode DumpSee
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Start Uartispl>>>>>

Enter thread UartISP_Thread
Open COM1 for Connection... Success!

Please Tum On the Power.
start_handshake chip id = 0:x2

[SPHE1506/15058/C/1508/1509/1506F/1516/ YANGTZEHD/Everest_A/1506VIConnect to piatform successfulll!

Step 0. start read chip stamp.

chip stamp is[0x2d0];retry_cnt=1Successl!

Step 1. start config RAM parameter...Successi!

Step 2. ransmit RAM parameter to Share RAM...Successl!

Step 3. transmit boot.bin to Share RAM...

CHIP 1506V..Successl!

Step 4. Transmit ROM.BIN Size to Share RAM...Successll

Step 5. nit SPI Fiash[v1.00 20150203 trunk r495]...

Successll

Step 6. Jump to Shrae RAM...Successl!

Step 7. wat boot bin msg...Successl!

Step 8. re-connect with higher baudrate...Successll

Step 9. wat boot bin msg again...Successll

Step 10. transmit fle[E:\1506TV_8M_SCB1_Sat._integral V9.03.22_20190423.bin] to RAM-Size: 6.45 MB.
Progress4 Status >> 1%

ComPort [com1 - |Refieshcom | | SelectRomie | E:\1506TV_8M_SCB1_Sat_integral V9.03.22_20190423.bin
I™ showTime
ChpID  [15:0/DTHE/Eve -] HBaudRate[115200 | Dumpstart[0 KB _SaveMsg

I~ Bum Nand
DDRType [DDR2 ~] TaudRate[115200 ~| I~ Dumpiiode DumpSee





